
Always accurate invoicing for all front loader types

Irrespective of front loader type or manufacturer: The PFREUNDT weighing system can be installed in

any front loader – even as a retrofit.

Overview of functions

• Approved for legal metrology and conformity 
assessed by PFREUNDT 

• Simple and intuitive operation through touch  
display

• Comprehensive and customizable master and 
weighing data management 

• Automatic compensation of inclinations up to 10% 
in two axles

• Weighing during the loading process

• For all container sizes 
 
 

The WK60 front loader scale

Scope of delivery

• WK60 Elektronik

• 2 measuring elements with weighing cells 

• 1 inclination measuring system

• 1 antenna 

Accessories

• Printer

• Weighing tickets and weighing ticket box
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Start your digital future with PFREUNDT!

Digital weighing data – available in 
real time. Try the PFREUNDT Web 
Portal free of charge!

www.pfreundt.de

We create the connections and 
interfaces you need, e.g. via GPS, 
mobile radio, WLAN and Bluetooth.



Funktionsumfang 

Front loader scale

WK60

General information

Dimensions 206 x 145 x 72 mm

Weight incl. holder approx. 1,8 kg

Supply voltage 9 V to 36 V dc

Protection class according to ISO20653:2013-02 IP42/IP5K2

Display/operation 7“ Touch-Display

Resolution 800 x 480 pixels

Weighing functions

Legal for trade, class III + IIII

Calibration data memory

Number weighing data 1.000.000

Tare function

Total statistics

Weighing data statistics

Multi-interval scale

Container management

Order management only through Web Portal *

External operating terminal 

Weighing assistance system

Data management

Weighing data management with PFREUNDT Web Portal

Number user administration free

Number master data 10.000

Renaming of master data types

Invoicing for cash sales

Extension receipt number

Linking of master data types

Exchange of data

Mobile network only with Web Portal *

WLAN only with Web Portal *

GPS only with Web Portal *

USB connection

Serial protocol

Printer connection
pPrinter + 

printer selection

Capacity

Load capacity
up to 4 t with double 
overload protection
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*additional costs for Web Portal                   standard                optional          - not available

PFREUNDT service

Qualified consulting Own installation teams On-site calibration service Area-wide customer service


